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integrate circuit (ASIC), or processor. Generally, where there
are operations illustrated in Figures, those operations may
have corresponding counterpart means-plus-function compo-
nents with similar numbering. For example, operations 500
and 600, 800, 900, 1100, 1200, 1300 and 1400 illustrated in
FIGS. 5,6, 8,9, 11, 12, 13 and 14 respectively correspond to
components 500A, 600A, 800A, 900A, 1100A, 1200A,
1300A and 1400A illustrated in FIGS. 5A, 6A, 8A, 9A, 11A,
12A, 13A and 14A respectively.

As used herein, the term “determining” encompasses a
wide variety of actions. For example, “determining” may
include calculating, computing, processing, deriving, inves-
tigating, looking up (e.g., looking up in a table, a database or
another data structure), ascertaining and the like. Also,
“determining” may include receiving (e.g., receiving infor-
mation), accessing (e.g., accessing data in a memory) and the
like. Also, “determining” may include resolving, selecting,
choosing, establishing and the like.

The various operations of methods described above may be
performed by any suitable means capable of performing the
operations, such as various hardware and/or software com-
ponent(s), circuits, and/or module(s). Generally, any opera-
tions illustrated in the Figures may be performed by corre-
sponding functional means capable of performing the
operations.

The various illustrative logical blocks, modules and cir-
cuits described in connection with the present disclosure may
be implemented or performed with a general purpose proces-
sor, a digital signal processor (DSP), an application specific
integrated circuit (ASIC), a field programmable gate array
signal (FPGA) or other programmable logic device (PLD),
discrete gate or transistor logic, discrete hardware compo-
nents or any combination thereof designed to perform the
functions described herein. A general-purpose processor may
be a microprocessor, but in the alternative, the processor may
be any commercially available processor, controller, micro-
controller or state machine. A processor may also be imple-
mented as a combination of computing devices, e.g., a com-
bination of a DSP and a microprocessor, a plurality of
microprocessors, one or more MiCroprocessors in conjunc-
tion with a DSP core, or any other such configuration.

The steps of amethod or algorithm described in connection
with the present disclosure may be embodied directly in hard-
ware, in a software module executed by a processor, or in a
combination of the two. A software module may reside in any
form of storage medium that is known in the art. Some
examples of storage media that may be used include random
access memory (RAM), read only memory (ROM), flash
memory, EPROM memory, EEPROM memory, registers, a
hard disk, a removable disk, a CD-ROM and so forth. A
software module may comprise a single instruction, or many
instructions, and may be distributed over several different
code segments, among different programs, and across mul-
tiple storage media. A storage medium may be coupled to a
processor such that the processor can read information from,
and write information to, the storage medium. In the alterna-
tive, the storage medium may be integral to the processor.

The methods disclosed herein comprise one or more steps
or actions for achieving the described method. The method
steps and/or actions may be interchanged with one another
without departing from the scope of the claims. In other
words, unless a specific order of steps or actions is specified,
the order and/or use of specific steps and/or actions may be
modified without departing from the scope of the claims.

The functions described may be implemented in hardware,
software, firmware or any combination thereof. If imple-
mented in software, the functions may be stored as one or

10

15

20

25

30

35

40

45

50

55

60

65

18

more instructions on a computer-readable medium. A storage
media may be any available media that can be accessed by a
computer. By way of example, and not limitation, such com-
puter-readable media can comprise RAM, ROM, EEPROM,
CD-ROM or other optical disk storage, magnetic disk storage
or other magnetic storage devices, or any other medium that
can be used to carry or store desired program code in the form
of instructions or data structures and that can be accessed by
a computer. Disk and disc, as used herein, include compact
disc (CD), laser disc, optical disc, digital versatile disc
(DVD), floppy disk, and Blu-ray® disc where disks usually
reproduce data magnetically, while discs reproduce data opti-
cally with lasers.

Thus, certain aspects may comprise a computer program
product for performing the operations presented herein. For
example, such a computer program product may comprise a
computer readable medium having instructions stored (and/
or encoded) thereon, the instructions being executable by one
or more processors to perform the operations described
herein. For certain aspects, the computer program product
may include packaging material.

Software or instructions may also be transmitted over a
transmission medium. For example, if the software is trans-
mitted from a website, server, or other remote source using a
coaxial cable, fiber optic cable, twisted pair, digital subscriber
line (DSL), or wireless technologies such as infrared, radio,
and microwave, then the coaxial cable, fiber optic cable,
twisted pair, DSL, or wireless technologies such as infrared,
radio, and microwave are included in the definition of trans-
mission medium.

Further, it should be appreciated that modules and/or other
appropriate means for performing the methods and tech-
niques described herein can be downloaded and/or otherwise
obtained by a user terminal and/or base station as applicable.
For example, such a device can be coupled to a server to
facilitate the transfer of means for performing the methods
described herein. Alternatively, various methods described
herein can be provided via storage means (e.g., RAM, ROM,
a physical storage medium such as a compact disc (CD) or
floppy disk, etc.), such that a user terminal and/or base station
can obtain the various methods upon coupling or providing
the storage means to the device. Moreover, any other suitable
technique for providing the methods and techniques
described herein to a device can be utilized.

It is to be understood that the claims are not limited to the
precise configuration and components illustrated above. Vari-
ous modifications, changes and variations may be made in the
arrangement, operation and details of the methods and appa-
ratus described above without departing from the scope of the
claims.

The techniques provided herein may be utilized in a variety
of applications. For certain aspects, the techniques presented
herein may be incorporated in an access point station, an
access terminal, a mobile handset, or other type of wireless
device with processing logic and elements to perform the
techniques provided herein.

While the foregoing is directed to aspects of the disclosure,
other and further aspects of the disclosure may be devised
without departing from the basic scope thereof, and the scope
thereof is determined by the claims that follow.

What is claimed is:

1. A method to support an adaptive user dependent channel
state information (CSI) feedback rate in a multi-user wireless
communication system, performed by a first apparatus, com-
prising:

receiving a current channel estimate;



